BossBudd

A SPRING LOADED IMPACT PRESS
STANDARD OR CUSTOMIZED TO
EMBOSS LABELS AND TAGS

IDEALLY SUITED FOR TRACEABILITY

The Boss Buddy is available in two configurations:
REQUIREMENTS WITH:

Boss Buddy Manual Operation:
= Pattern Labels Date codes for producing foil pattern labels or tags.

= Billet Tags Heat numbers
= Tooling ID Lot or batch id

Boss Buddy+ Semi Automatic Operation:
for producing foil pattern labels or tags plus a
= Bin Numbers Order numbers PLC, safety protocol and customized options.



BossBudd

THE BEST SOLUTION FOR PATTERN LABELS & TAGS

The Boss Buddy, with a spring-loaded impact press is the core of our unit designed to produce labels or tags. The standard
configuration uses steel type characters to emboss foil tape or tags to dramatically reduce the production time. Instead of embossing
a single character at a time, The Boss Buddy embosses the entire legend in one stroke of the press. It's ideal for creating date
codes, heat numbers, lot or batch id, order numbers and other traceable identification for embossed pattern labels in foundries,

on ingots or material tags.

BOSS BUDDY MANUAL

The foundation of the Boss Buddy system is the manual 3-1/4 ton
impact press on which the type chase or tag holder is located. You
should expect many years of production with the Boss Buddy.

HOW IT WORKS: MAKING FOUNDRY PATTERN LABELS

Adhesive backed foil label stock is embossed then cut to the proper
size before applying to the patterns. One stroke of the press creates
a multiple character legend. 5-mil aluminum or stainless steel foil
tape is fed using simple manual knobs to guide it from the foil roll
over the type chase fixture to the opposite side where the foil is
cut-off at the optimum desired length.

FEATURES BBM-0325 - MANUAL BBA-0375 - AuTO
Max. Impact 3-1/4 tons 3-3/4 tons

Column Height 26.000" 28.661"

Column Diameter 1.575" 2.756"

Throat Depth 5.500" 5.375"

Shank Size 10mm dia. x 38mm 10mm dia.x 38mm
Impact Springs Medium* (3.5mm) Medium* (3.5mm)
Net Weight 75 Lbs. 130 Lbs

Air Pressure NA 70-75 PSI

* Boss Buddy’s ship with a Medium (3.5mm) spring. Heavy (4.0mm),
Light (3.0mm) and Extra Light (2.5mm) are available.

BOSS BUDDY+ AUTOMATED PACKAGE

The Boss Buddy+ is same proven process of the Manual Boss Buddy
but is a semi-automatic arrangement for high volume label require-
ments. It improves cycle time with nearly hands-off operation.
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The 130 Ib foundation of the Boss Buddy+ semi automatic is a
3-3/4 ton impact press on which the type chase or tag holder is
located. The Boss Buddy + is controlled through the PLC.

BOSS BUDDY+: HOW IT WORKS:

The operator manually sets the messages to be embossed into
foil tape. Through PLC programming the process is automated
for the message length, number of messages to make and spacing
between labels. It can repeat legends improving cycle time. The
only manual operated component is setting the type.

The Boss Buddy+ system also can be equipped with:
= Cutters

= Rewinders

= Table

LEADINGMARKS.COM | CONTACT US TODAY



BOSS BUDDY TAG: HOW IT WORKS

The Boss Buddy Tag is designed for embossing aluminum and stain-
less steel tags that can be applied to ingots, bars, bins and more. Its
configuration is specific to tag size and material as well as marking
details to be embossed.

TYPE STYLE

Standard type is produced with a Gothic font with a variety of character
heights to choose from. Special character fonts, logos and symbols
are available upon request. Optional OCR characters are available for
use with optical handheld scanners or in-line vision systems for use in
automated processes. Sequential numbering heads are available with

SET QUANTITY A
ETC-(SET)-2A

ETC-(SET)-3A
ETC-(SET)-5A

a variety of character sizes and number of wheels as an alternative.
Standard character type sets are shown below. Other quantities
are available. It is recommended to evaluate your marking
requirements to insure that adequate supply of each character is
on-hand when needed.

1234567890&., ' -"/ TOTAL

22222222221422222 80+ 10blanks
33333333331422222 104+ 10blanks
55555555551422224 154+ 10blanks

PART # DESCRIPTION C SIZE

ETB-0125  Type Blank Spacer 3/8" high X 1/8” wide blank  0.375
ETB-0180  Type Blank Spacer 3/8" high X 3/16" wide  blank  0.375
ETB-0250  Type Blank Spacer 3/8" high X 1/4" wide blank  0.375
ETB-0313  Type Blank Spacer 3/8" high X5/16” wide  blank  0.375
ETB-0375  Type Blank Spacer 3/4" high X 3/8" wide blank  0.750
ETB-0438  Type Blank Spacer 3/4” high X 7/16" wide  blank  0.750
ETB-0500  Type Blank Spacer 3/4” high X 1/2" wide blank  0.750
ETB-0625  Type Blank Spacer 3/4" high X 5/8" wide blank  0.750
ETB-0750  Type Blank Spacer 1” high X 3/4" wide blank  1.000

HOW TO SELECT TYPE, SPACERS, CHASE AND FOIL

° Type Size - Choose the Character Size “C" of type that you require.

e Number of Characters - Next make sure that the number of
characters you need will fit in to the Type Chase pocket. The Chase
is the holder for the type. The standard Chase pocket length is
2-1/4" . If you choose the 1/8" characters, you can fit 18 characters

in that Chase pocket. You determine this by dividing the chase pocket

length by the width of each character.

In this example: 2.25”/0.125" = 18 characters. See chart below.

e Spacers required - If you required 7/16" characters, when you
divide the chase pocket length by the width of the character,

2.25"/0.4375"

PART # DESCRIPTION

ETC-0125 Type 1/8" character, 3/8" high X 1/8" wide
ETC-0188 Type 7/16" character, 3/4" high X 3/16" wide
ETC-0250 Type 1/4" character, 3/8" high X 1/4" wide
ETC-0313 Type 5/16" character, 3/8" high X 5/16" wide
ETC-0375 Type 3/8" character, 3/4" high X 3/8" wide
ETC-0438 Type 7/16" character, 3/4" high X 7/16" wide
ETC-0500 Type 1/2" character, 3/4" high X 1/2" wide
ETC-0625 Type 5/8" character, 3/4" high X 5/8" wide
ETC-0750 Type 1" character, 1” high X 3/4" wide
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5.14 Note how the chart indicates 5 characters.
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To calculate the size of the blank spacer you need multiply the
number of characters, 5 X 0.4375"” = 2.1875". Now subtract that
from the pocket length of 2.25”- 2.1875" = 0.625". You will
require a Blank Type spacer. In this case, it's ETB-6250.

Chase Size & Foil - Once the above selections are made you can
now locate the appropriate Chase Type Holder and the correct
Aluminum or Stainless Steel foil roll. See below.

Manual or Automated - Based upon your production

needs you can choose the traditional Boss Buddy or the Boss
Buddy+. Give us a call and let us help you determine the best
set of options that meet your short term and long term needs.
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CTH-0375
CTH-0375
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CTH-0750
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POCKET MAX C
LENGTH POCKET SPACER
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2.25 -
2.25 -
2.25 ETB-6250
2.25
2.25
2.25
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FOIL TAPE

FTA-0406
FTA-0406
FTA-0406
FTA-0406
FTA-0625
FTA-0625
FTA-0625
FTA-0625
FTA-0875

0.1250
0.1875
0.2500
0.3125
0.3750
0.4375
0.5000
0.6250
0.7500

ETB-6250
ETB-2500
ETB-3750
2.25 -
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BossBudd

FOIL TAPE

The aluminum and stainless steel tape has a rugged adhesive backing that creates cast-in impressions with more definition and
better legibility for the life of the casting. The flexibility of the tape makes it ideal for use on both flat and curved surfaces. The foil
tape is easily removed from patterns when the casting process is done.

ORDER # DESCRIPTION LENGTH

FTA-0406  5-mil Aluminum Roll with adhesive 60 yards
FTA-0625  5-mil Aluminum Roll with adhesive x 60 yards
FTA-0875  5-mil Aluminum Roll with adhesive x 60 yards

FTS-0406  5-mil Stainless Steel Roll w adhesive 18 yards
FTS-0625  5-mil Stainless Steel Roll w adhesive x 18 yards
FTS-0875  5-mil Stainless Steel Roll w adhesive x 18 yards

BOSS BUDDY EMBOSSING STARTER KITS

The Boss Buddy system, is available with your choice of three type ORDER # TYPE CHASE HOLDER OPTIONS
chase holders that match the standard tape options. Each chase

has a 2 1/4" wide pocket to accommodate varying character heights CTH-0000  Chase Special Order for tags, keys, etc
that corresponds with the tape width. The type chase is 2-1/4" wide CTH-0375  Chase Holder 3/8” high x 2-1/4" wide pocket
with three options of pocket height; one to match type size options CTH-0750  Chase Holder 3/4” high x 2-1/4" wide pocket

3/8",3/4" and 1".high. The.re @s a separate chase to make tags.and CTH-1000  Chase Holder 1.0” high x 2-1/4" wide pocket
keys, etc. Below is a description of our Boss Buddy Embossing

Starter Kits.

ORDER # CHARACTERS w BLANKS

ETC-0125-5A 154 1/8" 10
ETC-0125-3A 104 1/8" 10
ETC-0125-2A 80 1/8" 10

ETC-0188-5A 154 3/16" 10
ETC-0188-3A 104 3/16" 10
ETC-0188-2A 80 3/16" 10

ETC-0250-5A 154 .218" 10
ETC-0250-3A 104 .218" 10
ETC-0250-2A 80 .218" 10

ETC-0313-5A 154 5/16" 10
ETC-0313-3A 104 5/16" 10
ETC-0313-2A 80 5/16" 10

ETC-0375-5A 154 3/8" 10
ETC-0375-3A 104 3/8" 10
ETC-0375-2A 80 3/8”" 10

ETC-0438-5A 154 7/16" 10
ETC-0438-3A 104 7/16" 10
ETC-0438-2A 80 7/16" 10

ETC-0500-5A 154 1/2" 10
ETC-0500-3A 104 172" 10
ETC-0500-2A 80 172" 10

ETC-0625-5A 154 5/8" 10
ETC-0625-3A 104 5/8" 10
ETC-0625-2A 80 5/8" 10

ETC-0750-5A 154 3/4" 10
ETC-0750-3A 104 3/4" 10
ETC-0750-2A 80 374" 10



